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Fitting Instructions  

We would like to thank you for purchasing one of our unique swimming pool borders.  You 

will be amazed like many of our customers at the transformation it will make to your 

swimming pool.  By following our simple fitting instructions you will feel confident, enjoy 

the fitting experience and get great pleasure from your border. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                     Enjoy the experience of fitting and the end result 

 



 

  

Page 2 

 

  

 

 

A few words of advice before you start!  

 

Do not fit a border nor store border strips in direct sunlight as the heat of the sun may have an adverse effect on the 

border material.   

 

Do not ǳǎŜ ŀ ǎǉǳŜŜƎŜŜ ǘƻ ŀǇǇƭȅ ǘƘŜ ōƻǊŘŜǊ ǘƻ ȅƻǳǊ ƭƛƴŜǊ ŀǎ ǘƘƛǎ Ƴŀȅ ǊŜǎǳƭǘ ƛƴ ΨǎǘǊŜǘŎƘƛƴƎΩ ŀƴŘ ǎǳōǎŜǉǳŜƴǘ ΨǎƘǊƛƴƪŀƎŜΩ 

of the border when fitted as it relaxes back to its natural position. 

 

Do not remove skimmer plates as this can cause leaks behind the liner. 

 

Ensure that there is no silicon around the area where the border is to be fitted.  The border will not adhere to silicon. 

 

Do not fit the border at the top of the liner.  There is normally a radius present that the border may not bond to 

resulting in your border coming away from the liner. 

 

We would strongly advise trying to line the border up and fit on the first application as adhesion is lost and 

potentially the border stretched if removed and re-fitted. 

 

.Ŝ ŎŀǊŜŦǳƭ ƴƻǘ ǘƻ ƘŀƴŘƭŜ ǘƘŜ ŀŘƘŜǎƛǾŜ ǎƛŘŜ ƻŦ ǘƘŜ ōƻǊŘŜǊ ǎǘǊƛǇ ŜǎǇŜŎƛŀƭƭȅ ΨŦƛƴƎŜǊǎ ƻƴ ŎƻǊƴŜǊǎΩ ŀǎ this will reduce 

adhesion. 

 

After Care  

Once fitted please read and adhere to the After Care instructions contained on this CD to 

ƪŜŜǇ ȅƻǳǊ ōƻǊŘŜǊ ŀǎ ΨƧǳǎǘ ŦƛǘǘŜŘΩΦ
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 The preparation work is so important! 

 

First lower the pool water level to about 50mm (2 inches) below 

where you consider the bottom of the border will be.  Ensure 

the skimmers and pool pump are turned off.  DO NOT remove 

skimmer plates as this can cause leaks behind the liner. 

 

 

 

 

 

Then place the border against the liner and decide on 

the position you wish the border to be fitted.  Do not 

fit the border at the top of the liner as normally there 

is a curve that the border may not bond to resulting 

in the border coming away from the liner.   

 

 

 

 

 

Thoroughly soak the pool liner where the border is to be fitted with a 

strong de-greaser.  It is advisable to wear protective gloves when 

working with chemicals. 
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wǳō ǿƛǘƘ ǘƘŜ ǎŎƻǳǊƛƴƎ ǎƛŘŜ ƻŦ ŀ Ψǘǿƻ ǎƛŘŜŘΩ ǎǇƻƴƎŜ ǘƻ ŎƻƳǇƭŜǘŜƭȅ 

remove all traces of grease, grime and dirt. 

 

 

 

 

 

 

Then use the softer sponge side to wipe clean and remove 

chemicals.  Keep dipping the sponge in the pool water to 

refresh.  

 

 

 

 

 

 

 

 

 

 

 

Lightly rub the area where the border is to be fitted with 

emery cloth (P60/P80 Grade).  This enables the border to 

bond onto the liner.   
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Use a light scouring pad or clean cloth to remove any residue left 

from the rubbing down process and then leave the liner to dry 

thoroughly. 

 

Preparation work done, you are now ready to fit 

the border! 

 

    

Place the border against the liner to confirm the fitting 

position.  Make sure the height to be fitted is below any 

curve at the top of the liner and well away from any silicon, 

our borders WILL NOT adhere to silicon.  Then decide on a 

suitable start point (we normally find that a skimmer makes 

a very good start point).  If you have a plastic trim around 

the top of the pool where there is potential for the border to 

touch or overlap remove and then re-fit following the fitting 

of your border. 

 

 

 

Ensure you have the design of your border the correct way 

up and if in doubt check with Border Choice website 

www.borderchoice.com .  Look to overlap your border so as 

to match the design so you know how much to overlap when 

fitting.  

 

 

 

http://www.borderchoice.com/
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Peel the backing strip off the border slowly and evenly so 

as not to stretch your border and lay on a clean flat surface 

design side down. 

 

 

 

 

Remove the cap from the Edge Sealant and cut across the 

top with a pair of scissors close to the end.  On a piece of 

paper run a small bead of sealant.  You are looking to see 

how easy the sealant flows and the size of the beading.  

Ideally the sealant will flow with minimum pressure 

applied to the tube and the width of the beading is about 

two to three millimetres wide.  Keep making small cuts 

across the nozzle and sampling until you are happy with 

the flow and size of the beading. 

 

 

 

 

Apply the sealant to the top and bottom edges of the border.  

Run the bead of sealant as a continuous flow close to the edge.   
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Then carefully align the top edge of the border on the 

liner in your chosen fitting position.  Whilst doing this 

ensure that the rest of the border is hanging free from 

the pool liner. 

 

 

 

 

 

 

With one hand holding the border off the liner use the 

ƻǘƘŜǊ ƘŀƴŘ ǘƻ ƎŜƴǘƭȅ ΨǿƻǊƪΩ ǘƘŜ ōƻǊŘŜǊ ƻƴǘƻ ǘƘŜ ƭƛƴŜǊ ŦǊƻƳ 

top to bottom ensuring no air pockets.    

 

 

 

 

 

Once the border is positioned use your hand to gently massage, 

ǳǎƛƴƎ ŎƛǊŎǳƭŀǊ ƳƻǾŜƳŜƴǘǎΣ ǎƻ ŀǎ ǘƻ ΨōƻƴŘΩ ǘƘŜ ōƻǊŘŜǊ ǘƻ ǘƘŜ 

liner.  
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Then apply firm pressure to the top and bottom edges of the 

border so as to bond the edges to the liner.  It is ideal if a 

small amount of the sealant seeps out from under the border 

this is confirmation that the sealant is spread to the edge. 

 

 

 

 

 

Finally, run a cloth along the top and bottom edges to 

remove any excess sealant.  Slightly dampening the 

cloth in white spirit (no other liquid) assists this 

process. 

 

 

 

 

 

Without removing the backing strip line the top edge of the 

second strip with that of the first on the liner to confirm the 

ŦƛǘǘƛƴƎ ǇƻǎƛǘƛƻƴΦ  !ƭǎƻ ǾŜǊƛŦȅ ǘƘŜ ǊŜǉǳƛǊŜŘ ΨƻǾŜǊƭŀǇΩ ǘƻ ŜƴǎǳǊŜ ǘƘŜ 

design matches.  

 

You are now ready to fit your second strip of 

border!  
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Repeat the earlier steps of peeling the backing strip off the 

border, applying sealant and aligning the top edge of the border 

on the liner.  Ensure that the second strip overlaps the first so as 

to ensure the design matches.  

 

 

 

 

Repeat all the earlier steps of holding the border off the 

liner, gently working the border from top to bottom onto 

the liner and then massaging by hand and finally running 

your fingers over the edges to ensure adhesion to the 

liner. 

You now have the hang of it so continue to 

fit strips three, four etc. 

 

 

 

²ƘŜƴ ȅƻǳ ƎŜǘ ǘƻ ŀ ǎƪƛƳƳŜǊ ŀǎ ǿŜ ǎŀƛŘ ŜŀǊƭƛŜǊ 5hbΩ¢ w9ah±9 ¢I9 

SKIMMER PLATE, but look to cut the border around the skimmer 

leaving a bit of additional material to tuck behind the skimmer 

where possible. 
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Cut, with scissors, the border so it fits around the skimmer. 

YŜŜǇ ǇƭŀŎƛƴƎ ǘƘŜ ΨŎǳǘΩ ǎǘǊƛǇ ŀƎŀƛƴǎǘ the skimmer until you 

feel confident that the top edge will align with the rest of 

the border and that the strip will fit snug to the skimmer. 

 

 

 

 

 

Once you are happy with the fit follow the usual 

procedure of peeling off the backing strip, applying the 

sealant and massaging in place, tuck any overlap of 

material behind the skimmer.  If this is not possible 

remove any excess with a sharp knife. 

 

 

 

 

 

We find that it works well to fit around a skimmer with two 

pieces of border or with one continuous piece over the 

skimmer as will be shown later when fitting the last strip. 
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Now corners require their own technique.  When you are 

approaching a corner place the strip against the liner to see 

where and how it will fit.  The technique used is to cut the 

strip just before the start of the corner, cut a small piece for 

the corner and then fit the remainder of the strip exiting the 

corner. 

 

 

 

 

 

So measure the length required and cut the strip so that 

when fitted the edge will be just before the start of the 

corner. 

 

 

 

 

 

 

The first corner strip fitted with the edge just before the 

start of the corner.  Lǘ ƛǎ ǘƘŜƴ ŀŘǾƛǎŀōƭŜ ǘƻ Ǌǳƴ ŀ ΨƎŜƴŜǊƻǳǎΩ 

beading of sealant right in the corner (top to bottom) to 

ensure bonding in the corner. 

 

 

 

 


